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      HF/PFC 650W On Board Charger

Boom Lift Scissor Lift Stacker   Forklifts Golf Cart

Model Voltage Current Battery Dimension 

QA2420 24V 20A Lead-acid/Lithium 215*183*117mm        N.W.:4KG   G.W: 5KG

QA2425 24V 25A Lead-acid/Lithium 215*183*117mm        N.W.:4KG  G.W: 5KG

QA3615 36V 15A Lead-acid/Lithium 215*183*117mm        N.W.:4KG   G.W: 5KG

QA3620 36V 20A Lead-acid/Lithium 215*183*117mm        N.W.:4KG    G.W: 5KG

QA4815 48V 15A Lead-acid/Lithium 215*183*117mm        N.W.:4KG    G.W: 5KG

Cleaning Equipment

Applications



      HF/PFC 650W 1KW On Board Charger

Boom Lift Scissor Lift Stacker   Forklifts Golf Cart

Model Voltage Current Battery Dimension 

QY2425 24V 25A Lead-acid/Lithium 278*243*104mm          N.W.:5KG   G.W: 5.5KG

QY3615 36V 15A Lead-acid/Lithium 278*243*104mm          N.W.:5KG   G.W: 5.5KG

QY3620 36V 20A Lead-acid/Lithium 278*243*104mm          N.W.:5KG   G.W: 5.5KG

QY4815 48V 15A Lead-acid/Lithium 278*243*104mm          N.W.:5KG   G.W: 5.5KG

QY4818 48V 18A Lead-acid/Lithium 278*243*104mm          N.W.:5KG   G.W: 5.5KG

Cleaning Equipment

Applications



      HF/PFC 650W On Board Charger

Boom Lift Scissor Lift Stacker   Forklifts Golf Cart

Model Voltage Current Battery Dimension 

QAS2420 24V 20A Lead-acid/Lithium 215*125*100mm      N.W.:4KG   G.W: 4.5KG

QAS2425 24V 25A Lead-acid/Lithium 215*125*100mm      N.W.:4KG   G.W: 4.5KG

Cleaning Equipment

Applications
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      HF/PFC 1KW 2KW On Board Charger

Boom Lift Scissor Lift Stacker Forklifts Golf Cart Cleaning Equipment

Applications

Model Voltage Current Battery Dimension

QA2430 24V 30A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA2435 24V 35A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA2440 24V 40A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA3625 36V 25A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA3630 36V 30A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA4820 48V 20A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA4825 48V 25A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA4830 48V 30A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA6015 60V 15A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA6020 60V 20A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA6025 60V 25A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA7210 72V 10A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA7215 72V 15A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG

QA7220 72V 20A Lead-acid/Lithium 215*183*117mm      N.W.:4KG   G.W: 5KG



      HF/PFC 650W 1KW 2KW Portable Charger

Boom Lift Scissor Lift Stacker Forklifts Golf Cart Cleaning Equipment

Applications

Model Voltage Current Battery Dimension

A2420 24V 20A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A2425 24V 25A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A2430 24V 30A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A2435 24V 35A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A2440 24V 40A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A3615 36V 15A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A3620 36V 20A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A3625 36V 25A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A3630 36V 30A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A4815 48V 15A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A4820 48V 20A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A4825 48V 25A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A4830 48V 30A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A6015 60V 15A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A6020 60V 20A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A6025 60V 25A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A7210 72V 10A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A7215 72V 15A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG

A7220 72V 20A Lead-acid/Lithium 320*200*150mm              N.W.:6.7KG     G.W: 8KG



HF/PFC 650W 1KW On-board Charger

Model Voltage Current Battery Dimension

QB2420 24V 20A Lead-acid/Lithium 205*180*165mm N.W.:5KG     G.W: 5.5KG

QB2425 24V 25A Lead-acid/Lithium 205*180*165mm N.W.:5KG     G.W: 5.5KG

Scissor Lift Stacker Forklifts Golf Cart Cleaning Equipment

Applications

Model Voltage Current Battery Dimension

QH2425 24V 25A Lead-acid/Lithium 235*100*70mm N.W.:2.5KG     G.W: 3KG

QH2435 24V 35A Lead-acid/Lithium 235*100*70mm N.W.:2.5KG     G.W: 3KG

Scissor Lift Stacker Forklifts Golf Cart Cleaning Equipment

Applications

Boom Lift

Boom Lift



      HF/PFC 650W 6KW Charger

Boom Lift Scissor Lift Stacker   Forklifts Golf Cart

Model Voltage Current Battery Dimension 

QF2430 24V 30A Lead-acid/Lithium 260*140*430mm          N.W.:12KG   G.W: 14KG

QF2460 24V 60A Lead-acid/Lithium 318*216*515mm          N.W.:22KG   G.W: 24KG

QF24100 24V 100A Lead-acid/Lithium 318*216*515mm          N.W.:22KG   G.W: 24KG

QF3680 36V 80A Lead-acid/Lithium 318*216*515mm          N.W.:22KG   G.W: 24KG

QF36100 36V 100A Lead-acid/Lithium 318*216*515mm          N.W.:22KG   G.W: 24KG

QF36120 36V 120A Lead-acid/Lithium 318*216*515mm          N.W.:22KG   G.W: 24KG

QF4880 48V 80A Lead-acid/Lithium 318*216*515mm          N.W.:22KG   G.W: 24KG

QF48100 48V 100A Lead-acid/Lithium 318*216*515mm          N.W.:22KG   G.W: 24KG

QF48120 48V 120A Lead-acid/Lithium 318*216*515mm          N.W.:22KG   G.W: 24KG

Cleaning Equipment

Applications



Features & Functions
ØUltra-low Frequency Composite Pulse Charge
Prevent new the battery from sulphating,remove the old battery sulphation,and remove the 
concentration polarization.(For Lead acid battery)

ØAutomatic Temperature Compensation
Collecting the inner temperature of the battery and outside by thermal electron,the charger 
will adjust the charge voltage automatically.Make sure the battery do not underfilling and over 
charge.

ØAutomatic Equalizied Charging
Assure the each cell of the battery pack equalized charged,no owe charge or over charge.Make 
sure the battery pack life span.

ØOverheat Protection
Automaticllly adjust charging current and enhance the spinning of the fan when the 
temperature is over 75℃; recover to normal charging when the temperature reach the ideal 
level.

ØShort Circuit Protection
Identification and action-taken automatically of the internal control circuit when short-circuit 
happened.

ØReverse Polarity Protection
Not starting charging when the polarity is reversed. No damage to the battery and charger.

ØLow Input Voltage & Over Voltage Protection
When the input voltage is lower(15%) or higher(15%) than the normal charging voltage range, 
the self-protection function is activated. Oncethe input voltage is normal, the charger get back 
to work automatically.



 Replacement chargers 
(Not limited to below brands)
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